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Federal Communications Commission § 80.806

(b) Certificates issued in accordance
with the Safety Convention must be
posted in a prominent and accessible
place in the ship.

[51 FR 31213, Sept. 2, 1986, as amended at 57
FR 26779, June 16, 1992; 63 FR 29960, June 1,
1998]

§ 80.804 Radio station.
The required radio station must com-

ply with the provisions of this subpart
in addition to all other applicable re-
quirements of this part. The radio sta-
tion consists of a radiotelegraph sta-
tion and a ship radar station. The ra-
diotelegraph station comprises a main
and a reserve radiotelegraph installa-
tion, electrically separate and elec-
trically independent of each other ex-
cept as otherwise provided in para-
graph (b) of § 80.805, a radiotelephone
installation and such other equipment
as may be necessary for the proper op-
eration of these installations. The ship
radar station comprises a radar instal-
lation and such other equipment and
facilities as may be necessary for its
proper operation.

§ 80.805 Radio installations.
(a) The main radiotelegraph installa-

tion includes a main transmitter, a
main receiver, a main power supply, a
main antenna system and a 2182 kHz
radiotelephone distress frequency
watch receiver.

(b) The reserve radiotelegraph instal-
lation includes a reserve transmitter, a
reserve receiver, a reserve power sup-
ply, emergency electric lights and re-
serve antenna system: except that:

(1) In installations on cargo ships of
300 gross tons and upwards but less
than 1,600 gross tons, and in installa-
tions on cargo ships of 1,600 gross tons
and upwards installed prior to Novem-
ber 19, 1952, if the main transmitter
complies with all the requirements for
the reserve transmitter, the latter may
be omitted.

(2) A cargo ship the keel of which was
laid prior to June 1, 1954, may either be
equipped with a reserve antenna or pro-
vided a spare antenna consisting of a
single-wire transmitting antenna (in-
cluding suitable insulators) completely
assembled for immediate installation.

(c) The medium frequency radio-
telephone installation includes a radio-

telephone transmitter, a radio-
telephone receiver and an appropriate
antenna system.

§ 80.806 Requirements of main instal-
lation.

All main radiotelegraph installations
must meet the following requirements:

(a) The main antenna must be in-
stalled and protected to ensure proper
operation of the station. Effective Oc-
tober 14, 1986, the main antenna ener-
gized by the main transmitter on the
frequency 500 kHz must produce at one
nautical mile a minimum field
strength of thirty (30) millivolts per
meter. If the main antenna is sus-
pended between masts or other sup-
ports liable to whipping, a safety link
must be installed which, under heavy
stress, will reduce breakage of the an-
tenna, the halyards, or any other an-
tenna-supporting elements.

(b) The main transmitter must be ca-
pable of meeting the requirements of
§ 80.253.

(c) The main receiver must effi-
ciently receive A1A and A2A emission
on all frequencies within the bands 100–
200 kHz and 405–535 kHz. It must have
headphones capable of effective oper-
ation. The main receiver must have
sufficient sensitivity to effectively op-
erate headphones or a loudspeaker
when the receiver input is 50
microvolts.

(d) The main power supply must si-
multaneously (1) energize the main
transmitter at its required antenna
power, and the main receiver, (2)
charge at any required rate all bat-
teries forming part of the radio-
telegraph station, and (3) charge the
main power supply for this purpose at
all times including times of inspection.
Under this load condition the voltage
of the main power supply at the radio
room terminals must not deviate from
its rated value by more than 10 percent
on vessels completed on or after July 1,
1941, nor by more than 15 percent on
vessels completed before that date.
While at sea, batteries forming part of
the main installation must be fully
charged daily.

(e) To measure voltage(s) of the main
power supply at its radio room termi-
nals, voltmeter(s) must be permanently
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